
592

40 CFR Ch. I (7–1–02 Edition)§ 94.6

Document number and name 40 CFR part 94 reference 

ASTM E 29–93a: ‘‘Standard Practice for Using Significant Dig-
its in Test Data to Determine Conformance with Specifica-
tions’’.

§§ 94.9, 94.218, 94.305, 94.508. 

(2) [Reserved]

§ 94.6 Regulatory structure. 
This section provides an overview of 

the regulatory structure of this part. 
(a) The regulations of this Part 94 are 

intended to control emissions from in-
use marine engines. 

(b) The engines for which the regula-
tions of this part (i.e., 40 CFR part 94) 
apply are specified by § 94.1, and by the 
definitions of § 94.2. The point at which 
an engine or vessel becomes subject to 
the regulations of this part is deter-
mined by the definitions of new marine 
engine and new marine vessel in § 94.2. 
Subpart J of this part contains provi-
sions exempting certain engines and 
vessels from the emission standards in 
this part under special circumstances. 

(c) To comply with the requirements 
of this part, a manufacturer must dem-
onstrate to EPA that the engine meets 
the applicable standards of §§ 94.7 and 
94.8, and all other requirements of this 
part. The requirements of this certifi-
cation process are described in sub-
parts C and D of this part. 

(d) Subpart B of this part specifies 
procedures and equipment to be used 
for conducting emission tests for the 
purpose of the regulations of this part. 

(e) Subparts E, F, and H of this part 
specify requirements for manufactur-
ers after certification; that is during 
production and use of the engines. 

(f) Subpart I of this part contains re-
quirements applicable to the importa-
tion of marine engines covered by the 
provisions of this part. 

(g) Subpart L of this part describes 
prohibited acts and contains other en-
forcement provisions relating to ma-
rine engines and vessels covered by the 
provisions of this part. 

(h) Unless specified otherwise, the 
provisions of this part apply to all ma-
rine engines and vessels subject to the 
emission standards of this part.

§ 94.7 General standards and require-
ments. 

(a) Marine engines and vessels may 
not be equipped with a defeat device. 

(b) An engine may not be equipped 
with an emission control system for 
the purpose of complying with emis-
sion standards if such a system will 
cause or contribute to an unreasonable 
risk to public health, welfare, or safety 
in its operation or function. 

(c) An engine with an emission con-
trol system may not emit any noxious 
or toxic substance which would not be 
emitted in the operation of the engine 
in the absence of such a system, except 
as specifically permitted by regulation. 

(d) All engines subject to the emis-
sion standards of this part shall be 
equipped with a connection in the en-
gine exhaust system that is located 
downstream of the engine and before 
any point at which the exhaust con-
tacts water (or any other cooling/
scrubbing medium) for the temporary 
attachment of gaseous and/or particu-
late emission sampling equipment. 
This connection shall be internally 
threaded with standard pipe threads of 
a size not larger than one-half inch, 
and shall be closed by a pipe-plug when 
not in use. (Equivalent connections are 
allowed.) 

(e) Electronically controlled engines 
subject to the emission standards of 
this part shall broadcast on engine’s 
controller area networks engine torque 
(as percent of maximum) and engine 
speed.

§ 94.8 Exhaust emission standards. 

(a) Exhaust emissions from marine 
compression-ignition engines shall not 
exceed the applicable exhaust emission 
standards contained in Table A–1 as 
follows:

VerDate Aug<1,>2002 15:18 Aug 08, 2002 Jkt 197153 PO 00000 Frm 00592 Fmt 8010 Sfmt 8010 Y:\SGML\197153T.XXX pfrm15 PsN: 197153T


		Superintendent of Documents
	2014-12-09T09:48:55-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




